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REPETITOR RADISKIH ZVEZ

Ta repetitor pretvarja
frekvence iz UFH na VHF
NBFM.

GNU Radio shema:

Options
Titde: Not titled yet

Author: Brin and Mihael
Output Language: Python
Generate Options: QT GUI

Variable
ID: samp_rate
Value: 576k

Quadrature: True

PlutoSDR Source
I10 context URI:
LO Frequency: 433.0M
Sample Rate: 570k
Buffer size: 32.768k

RF DC Correction: True

BB DC Correction: True

Gain Mode (RX1): Slow Atack
Filter Configuration: Auto

RF Bandwidth (Hz): 20M

192.168.2.1

Variable

ID: audio_rate
Value: 48k

Virtual Source
Stream ID: kanal

Low Pass Filter
Decimation: 1
Gain: 1
Sample Rate: 576k
Cutoff Freq: 12.5k
Transition Width: 2k
Window: Hamming
Beta: 6.70

VHF
Simplex

VHF Simplex
G 3

—~

D
/\
UHF Repeater UHF
TX/RX TX/RX

VHF/UHF UHE
Cross Band \ TX/RX
Mobile Repeater
VHF \
Simplex .~ within range of |
- » both HT's &
ﬂ » UHF Repeater
HT's outside

range of UHF Repeater

Sim ple Squelch

HBFM Receive
Audio Rate: 48k

Threshold (dB): -30
Alpha: 1

NEBFM Transmit
Audio Rate: 48k
Quadrature Rabe: 576k
Tau: 75u
Max Deviation: 12.5k
Preemphasis High Comer Freq: -1

Prikaz principa FM:

>l Quadrature Rate: 576k
Tau: 75u
Max Deviation: 12.5k

Gain: 1

Low Pass Filter
Decimation: 1

Sample Rate: 576k
Cutoff Freq: 12.5k
Transition Width: 2k
Window: Hamming
Beta: 6.70

Audio Sink

Multiply Const
Sample Rabe: 48k

Constant: 2
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Virtual Sink
Stream ID: kanal

Multiply Const
Constantz 200m
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PlutoSDR Sink
ITO conbext URI:
LO Frequency: 144.0M
Sample Rate: 576k
»lifl Buffer size: 32.768k
Cyclic: False
Attenuation TX1 (dB): O
Filter Configuration: Auto
RF Bandwidth (Hz): 20M

Multiply Const
Constant: 200m
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